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802 



804 



Instruct accessor to retrieve designated power supply 
module and transport that power supply module to 
designated power supply receiving slot 



Attach grippe r mechanism disposed on accessor to 
attachment device disposed on power supply module 
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810 



812 
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Transport attached power supply module to designated 
power supply receiving slot 



Insert power supply module into designated slot 



Release power supply from gripper mechanism 



Releaseably connect first connector on power supply 
module with one of first power connection devices 



Releasably connect second connector on power supply 
with one of second power connection devices 



Supply first power to power supply module from first 
power bus 
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Transform first power into second power 



Supply second power to second power bus 
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instruct accessor to download and communicate 
performance data from designated power supply 
module 



Position accessor such that Information receiving device 
disposed thereon is disposed adjacent data interface 
disposed on designated power supply module 



Download first information from designated power 
supply module to memory buffer disposed on accessor 
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Communicate first information to controller 
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Compare actual performance data to nominal 
performance data to determine if designated power 
supply module Is functioning property 
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Remove designated power supply module from first 
power supply receiving slot and store or remove that 
designated power supply module 



Retrieve replacement power supply module and 
transport that replacement module to first power supply 
module receiving slot 
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Insert replacement power supply module into first power 
supply receiving slot 



: "FcGj.. (o 



